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ENVIROSHIELD C 
 

MATERIAL & FUNCTION 

ENVIROSHIELD C is a user friendly, environmentally safe, water based sealer using a special formulation of 100% 

acrylic emulsion polymers. ENVIROSHIELD C is designed to penetrate, seal and rejuvenate porous masonry 

surfaces, drying to a strong, durable, slight gloss, water proof coating. ENVIROSHIELD C does not excessively 

darken the surface and allows the natural building texture to remain dominant. ENVIROSHIELD C is activated by 

evaporation of moisture and exposure to light. 

 

ENVIROSHIELD C is particularly effective in protecting terracotta roofing tiles against water penetration for up to 8 

years. ENVIROSHIELD C contains a film biocide which will significantly restrict future algae and fungal growth. 

ENVIROSHIELD C also has excellent resistance to Ultra Violet penetration and surface contamination by mineral, 

oils, petrols, solvents and alkalis. 

 

PREPARATION 

Ensure the surface is clean, dry and free of oil, grease or dirt. Lichen, moss or other fungal growth should be 

removed using an algaecide or chemical based compound such as Aquachlor at the rate of 1 in 15 - usage 5 sq. mt. 

per litre. Contact time 10 mins. Removal of stubborn moss or algae may require gentle scrubbing. Ensure surface run 

off is collected and should be disposed of in an approved manner. If using high pressure water spray to clean the 

surface, allow at least 3 - 4 days to dry before application of ENVIROSHIELD C. 

 

APPLICATION 

ENVIROSHIELD C is best applied by spray,  particularly over large areas, using a 5 - 15 thousand tip size. 

ENVIROSHIELD C can also be applied by brush or cloth applicator. It is important that ENVIROSHIELD C is 

evenly applied. Aoid over application and pooling. On most surfaces two coats are usually sufficient, but some very 

porus surfaces may require additional coats. ENVIROSHIELD C should not be applied if precipitation is likely 

within 3 hours of completion of application if the temperature is below 10 deg. C or relative humidity exceeds 85%. 

Wear eye protection, solvent resistant overalls and in confined spaces ensure adequate ventilation and use air 

filtration mask. Prolonged contact with skin will allow product to dry, making removal difficult. Equipment can be 

washed clean with water. 

 

 

COVERAGE 
ENVIROSHIELD C applied at the following rates should provide a final coat wet film build of 60 microns. 

 

Terracotta roofing tiles  - not less than 1 litre per 8 sq. mt. per coat. 

Pressed clay brickwork  - not less than 1 litre per 8 sq. mt. per coat. 

Texture and wire cut brick  - not less than 1 litre per 7 sq. mt. per coat. 

Concrete & concrete render - not less than 1 litre per 5 sq. mt. per coat. 

Sandstone     - not less than 1 litre per 4  sq. mt. per coat. 

Asbestos sealant roofing & wall cladding - not less than 1 litre per 7 sq. mt. per coat. 

 

RE-COAT TIME 

ENVIROSHIELD C is touch dry within 1 hour. ENVIROSHIELD C can be recoated after 4 hours at 25 deg. C 

(ambient). 

 

GENERAL DATA 

Compound type    -  acrylic polymer emulsion 

Flammability    -  no 

Curing     -  2 days 
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Drying times    -  3 hours 

Scrub resistance    -  good 

Weathering    -  excellent 

Ultra violet     -  excellent 

Curing min. temp.   -  10 deg C. 

            max. R.H. 5   -  85% 

CHEMICAL RESISTANCE TO 

Acids (Organic)      immersion      splash spillage    fumes 

Glacial acetic     -   -   - 

Sulphuric 70%     -   -   - 

Sulphuric 51%     -   X   X 

Acids (Inorganic)     

Hydrochloric 80%    -   X   X 

Nitric Acid      -   -   - 

Alkalis    

Ammonia 25%     -   -  - 

Caustic Soda 50%    -   X   - 

Solvents 

Xylene      -   -  - 

Glycol ethers     -   -   - 

White spirits     -   X   X 

Oils 

Synthetic Lubricating & Hydraulic  X    X  X 

Skydrol 7000     X   X   X 

Mineral oil      X   X   X 

Animal oils & fats    X   X   X 

X = passes 

-  = not recommended 

[Representative list only - all test chemicals used are commercial (technical grade}.  

 

ENVIROSHIELD C Cont. 

 

PACKAGING 

20 Litre & 200 Litre . 

 

IMPORTANT NOTICE TO CUSTOMER 
Since the use of this product is beyond the control of either seller or manufacturer, their only obligation shall be to 

replace any quantity of product which is proven defective. They cannot assume any risk or liability in excess of the 

purchase price of the product itself, which does not include labour or any consequential damages resulting from the 

use of this product. Determining the suitability of this product for any intended use shall be solely the responsibility 

of the user.  ALWAYS TEST FIRST. 
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