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ENVIROSHIELD S 
 

MATERIAL & FUNCTION 

ENVIROSHIELD S is a user friendly, environmentally safe, water based silicone water repellent system for the 

surface preservation of concrete, exposed aggregate, textured finishes, blockwork, brickwork, plaster, limestone, 

breathing type exterior paints and near new asbestos cement sheeting. ENVIROSHIELD S is totally effective on all 

surfaces because the modified silicone chains chemically react with calcareous materials in the outer 5mm of surface 

masonry and become part of the surface. The surface can "breath" but is water repellent in depth and sterilized 

against organic growth. ENVIROSHIELD S also protects against water staining and has the added advantage of not 

changing the surface appearance. Being water based it has a major advantage over traditional solvent based silicones 

in that it can be applied over moderately damp surfaces. A surface treated with ENVIROSHIELD S cans still 

"breath" and trapped moisture will escape freely. As a water repellent and anti-fungal agent, ENVIROSHIELD S is 

effective for a minimum of four years. 

 

APPLICATION 

By brush, roller or low pressure airless spray equipment using a 5 - 15 thousand tip size. ENVIROSHIELD S should 

be flooded on from the top to bottom to ensure full surface saturation. Drying and curing takes less than an hour in 

hot conditions whilst in overcast, damp conditions curing may take as long as two days. Generally one or two coats 

will be sufficient depending on the porosity of the building substrate. 

 

COVERAGE 

Breathing type paints   Not less than 1litre per 6.0sq mtrs 

Pressed clay brickwork   Not less than 1litre per 5.0sq mtrs 

Texture and wire cut bricks  Not less than 1litre per 3.5sq mtrs 

Concrete and cement render  Not less than 1litre per 4.0sq mtrs 

Concrete block    Not less than 1litre per 1.5sq mtrs 

Asbestos cement roofing & wall cladding (Natural finish) 

      Not less than 1litre per 3.3sq mtrs 

Sandstone     Not less than 1litre per 2.0sq mtrs 

Mt Gambier Stone   Not less than 1litre per 1.5sq mtrs 

W.A. Limestone    Not less than 1litre per 1.5sq mtrs 

Terracotta or cement tiles  Not less than 1litre per 5.0sq mtrs 

 

TEST DATA 

Typical Moisture Test:- units of moisture passing per hour after 100 hours: treated 0.15, untreated 1.20. 

 

 

CAUTION 

 

ENVIROSHIELD S is an alkaline solution and protective clothing and glasses should be worn. Aluminium window 

frames should be protected to prevent any discolouration which may be caused because of the alkalinity of 

ENVIROSHIELD S. 

 

PACKAGING 

20 Litre containers. 

 

IMPORTANT NOTICE TO CUSTOMER 
Since the use of this product is beyond the control of either seller or manufacturer, their only obligation shall be to 

replace any quantity of product which is proven defective. They cannot assume any risk or liability in excess of the 

purchase price of the product itself, which does not include labour or any consequential damages resulting from the 
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use of this product. Determining the suitability of this product for any intended use shall be solely the responsibility 

of the user.  ALWAYS TEST FIRST. 

 

http://www.docufreezer.com/?df-dlabel

