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FLUORO PICKLING SOLUTION 
 

FOR STAINLESS STEEL WELDS 
 

MATERIAL & FUNCTION 
Fluoro Pickling Solution is used to remove the heat tint discolouration and black weld scale left 

following the welding of stainless steel. Effective for use after MIG, TIG or Stick Electrode welding. 

Pickling provides superior corrosion protection to grinding or sandblasting 

 

APPLICATIONS 
Where the steel has been heated, by welding or any other means, to the point where a coloured oxide 

layer can be seen, there is a chromium depleted layer on the surface of the steel underneath the oxide 

layer. The lower chromium content gives lower corrosion resistance. The layer can be ground off but 

it is safer to pickle it off. Hydrofluoric acid must be included in the pickling solution, since nitric 

acid alone will not dissolve the surface layer. Pickling is best done by immersion in the pickling 

solution or by using pastes where the solution is mixed with an inert carrier to allow selected areas to 

be treated.  

 

Both pickling and passivation solutions employ dangerous acids that can damage both the operator 

and the environment if not handled correctly. Stainless pickling acids are highly corrosive to carbon 

steel. It is also essential that all acids are thoroughly removed from the component after completing 

the process - residual hydrofluoric acid will initiate pitting corrosion 

 

DIRECTIONS FOR USE 

Waste pickling solutions should be neutralized with excess lime before disposal.  

Refer to the msds 

 

CAUTION 

Avoid contact with skin and eyes and avoid breathing vapour or spray mist. Refer to the msds 

for detailed safety procedures 

 
 

PACKAGING 
200 Litre containers 

 

 

IMPORTANT NOTICE TO CUSTOMER 
 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation 

shall be to replace any quantity of product which is proven defective. They cannot assume any risk or 

liability in excess of the purchase price of the product itself, which does not include labour or any 

consequential damages resulting from the use of this product. Determining the suitability of this product 

for any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST.  
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