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TP TOPCOAT 

SEALS & BEAUTIFIES PAVERS 
 

MATERIAL & FUNCTION 

TP TOPCOAT is a solvent based acrylic sealer system used to provide final protection after 

the use of TP BASECOAT. The use of TP TOPCOAT on its own will result in the paver going a 

darker colour so the use of TP BASECOAT is strongly recommended. TP TOPCOAT will protect 

pavers from most common household stains including oils, coffee, wine etc. It is always 

recommended to clean up stains as soon as possible after they happen as stains left for long periods 

can become permanent.  

 The more coats applied, the more shine is obtained. It allows for easier cleaning as well as 

adding depth and sharpness to the colours by imparting a "wet look" finish. It will also provide 

a seal against water in wet or damp applications such as around swimming pools and it resists 

the emergence of efflorescence. 

USES 

TP TOPCOAT finds its main use in sealing of pavers. TP TOPCOAT can be used both 

internally and externally and has the benefit of not being subject to yellowing. 

APPLICATION 

Ensure the surface is totally clean and dry. All paint, oil, grease, efflorescence and any other 

foreign matter must be removed. Older surfaces which have weathered and discoloured should 

be hosed down and scrubbed again with clean water to remove all residues of acid and waste. 

DO NOT USE A ROLLER AS THIS CREATES BUBBLES AND WEAKNESSES IN THE 

FILM. 

Application should be by Lambswool Applicator or soft broom. Always apply 2 thin coats ensuring 

the product does not pool. Allow 2-3 hours for the first coat to dry before applying the second. 

Coverage will be around 8-10 square metres per coat (4-5 square metres for a finished job.) The area 

should be left to cure overnight prior to furniture, traffic etc going back on it. 

. CAUTION 

Avoid contact with skin and eyes and avoid breathing vapour or spray mist. 

Ensure NO SMOKING or NAKED FLAME during application of sealer and provide 

ADEQUATE VENTILATION. 
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PACKAGING 

1 Litre, 4 Litre, 10 Litre & 20 Litre containers 

 

IMPORTANT NOTICE TO CUSTOMER 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation 

shall be to replace any quantity of product, which is proven defective. They cannot assume any risk or 

liability in excess of the purchase price of the product itself, which does not include labour or any 

consequential damages resulting from the use of this product. Determining the suitability of this product 

for any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST.  
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