
 

TECHNICAL BULLETIN 

            
19 Motivation Dve Wangara, WA, 6065 AUSTRALIA 

T +61 8 9302 4000 | FREE 1800 999 196 | F +61 8 9302 5000 

 

 

 

ENVIROSHIELD 205 
 

MATERIAL & FUNCTION 
ENVIROSHIELD 205 is a user friendly clear or coloured two part polymer resin protective coating specially 

designed to provide outstanding resistance to chemicals, abrasive impact, vibration and heavy vehicular traffic. 

Because of its unique formulation, ENVIROSHIELD 205 is almost impossible to penetrate with any chemicals. 

ENVIROSHIELD 205 can be supplied as paint in minimum batch quantities in any colour to Australian Standards 

Colours AUS2700 (1985). Properly applied ENVIROSHIELD 205 will provide total protection for all surfaces for 

many years. ENVIROSHIELD 205 can be applied to all building surfaces including all types of metal surfaces. In the 

case of metal surfaces spot blasting of rusted areas and sweep blasting of surrounding zinc surfaces is necessary 

before application of appropriate primer and ENVIROSHIELD 205. Badly degraded metal surfaces will require 

abrasive blast clean to AS1627.4 class 3. 

 

APPLICATION 

ENVIROSHIELD 205 should be applied to clean and dry surfaces only. ENVIROSHIELD 205 will respond 

adversely to the presence of contaminants or moisture. ENVIROSHIELD 205 should ideally be applied by airless 

spray equipment using a 5 - 13 thousand tip size, at a spread rate of 6 - 8 m2 per litre per coat. 60 microns dry film 

build per coat. On metal surfaces spread rate can be as high as 12 m2 per litre per coat. Coats must be applied 24 

hours apart. Care must be taken to ensure correct mixing and application is carried out. ENVIROSHIELD 

representatives are available to assist in application techniques. 

 

CLEANING 

Cleaning of equipment must be with ENVIROSHIELD EA cleaning compound. At least 3 litres of 

ENVIROSHIELD EA should be run through spray equipment to ensure complete removal of ENVIROSHIELD 205. 

 

TECHNICAL DATA 

 

Appearance    - Clear liquid 

Chemical Basis   - Volatiles 80% (volume) 

Specific Gravity   - 1.02 - 1.12 kg per litre 

Touch Dry    - 2 hours at 25C 

Curing : indoors   - 18 - 36 hours at 25C 

   : outdoors   - 15 - 24 hours at 25C 

Trafficable in    - 24 hours at 25C 

Heavy vehicular traffic  - 72 hours at 25C 

 

 

 

 

 

Suitability for 

Concrete   - Yes 

Timber   - Yes 

White marble   - Yes 

Brick    - Yes 

All metal surfaces   - Yes (see comments regarding preparation) 

Abrasion taber test   - CS 17 unit 1000g load - .001 loss is 13,000 revs 

UV resistance              - No deterioration after 10 year field test 
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Adhesion    - 2.6 M.P.A. 

 

 

 

 

 

 

 

 

 

 

 

 

 

Chemical resistance to 

Acids (organic)                               Immersion         Splash Spillage          Fumes 

Formic - -  X 

Glacial Acetic X X  X  

Acids (inorganic) X X  X         

Hydrochloric 20% - X  X          

Sulphuric 30% - X  X        

Alkalis - X  X           

Ammonia Hydroxide 25% X X  X       

Sodium Hydroxide 50% X X  X         

Solvents - X  X         

Ketones - X  X         

Esters - X  X 

JP-4 & JP-5 Fuels X X  X 

Salt Water X X  X 

Jet Fuels X X  X 

Aviation Gasoline X X  X 

Oils      

Synthetic Lubricating & Hydraulic X X   X 

Skydrol 7000 X X  X 

Mineral Oil X X  X         

Animal Oils & Fats X X  X 

 

X = passes      -  =  not recommended 

[Representative list only - all test chemicals used are commercial (technical) grade] 

 

PACKAGING 

11.75 litre packs comprising 10 litres part A & 1.75 litres part B.  

         

IMPORTANT NOTICE TO CUSTOMER 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation 

shall be to replace any quantity of product which is proven defective. They cannot assume any risk or 

liability in excess of the purchase price of the product itself, which does not include labour or any 

consequential damages resulting from the use of this product. Determining the suitability of this product 

for any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST. 
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