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ENVIROSHIELD B 
 

 

MATERIAL & FUNCTION 

ENVIROSHIELD B is a user friendly, environmentally safe, water based vinyl resin emulsion for use as a bonding 

and adhesion aid, and in specific cases as a water repellent. ENVIROSHIELD B will bond almost anything and is 

very strong. 

 

ENVIROSHIELD B can be used on concrete, bricks, tiles, plastic, stone, timber, ceramics, metal or fabrics. 

ENVIROSHIELD B is particularly suitable as a bonding agent  on granolithic concrete prior to application of cement 

renders, toppings and tile grouts, where increased elasticity and toughness  are  required. ENVIROSHIELD B can be 

used as a water repellent, however, reference to an ENVIROSHIELD representative may indicate use of one of the 

longer life ENVIROSHIELD resins. ENVIROSHIELD B can be used for dust proofing cement floors and as a non 

slip floor surface when impregnated with silica or carborundum. 

 

APPLICATION 

Sealing - ENVIROSHIELD B can be applied usually as a one coat solution by spray, brush or roller ensuring full 

saturation of surface being coated. 

 

Bonding  - apply liberal coat of ENVIROSHIELD B and allow to dry to  a tacky condition before applying render or 

plaster. Surface being treated should be clean and free of excessive dust.  For toppings, prepare a slurry of cement 

and 50/50 ENVIROSHIELD B/water and apply to a thickness of approx. 1mm., prior to application of topping. 

 

COVERAGE 

ENVIROSHIELD B neat  -  3 - 5 sq. mt. per litre. 

ENVIROSHIELD B diluted  -  4 - 1 = 8 sq. mt. per litre. 

ENVIROSHIELD B   -  1 - 1 = 17.5 sq. mt. per litre. 

ENVIROSHIELD B as admix -  1 - 10 for cement. 

 

Toppings, plaster, concrete: 2 litres of ENVIROSHIELD B diluted in 20 litres of water is usually satisfactory for 

mixing 40 kg bags of cement. 

 

GENERAL DATA 

Recoat time    -  1 hour at 25 deg. C ambient. 

Curing     -  min. temp. 10 deg. C. 

  

LIMITATIONS 

Floors coated with ENVIROSHIELD B and subjected to continuous water immersion for 24 hours will cause a 

temporary clouding of the coating.   The effect is only slight and will return to normal on drying out.  

 

PACKAGING 

20Litre & 200 Litre containers. 

 

IMPORTANT NOTICE TO CUSTOMER 
Since the use of this product is beyond the control of either seller or manufacturer, their only obligation shall be to 

replace any quantity of product which is proven defective. They cannot assume any risk or liability in excess of the 

purchase price of the product itself, which does not include labour or any consequential damages resulting from the 

use of this product. Determining the suitability of this product for any intended use shall be solely the responsibility 
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of the user.  ALWAYS TEST FIRST.  
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