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ENVIROSHIELD P 

 

MATERIAL & FUNCTION 

ENVIROSHIELD P is a user friendly, UV stable, highly durable clay and concrete paving brick sealer which will 

enhance and protect the colours of paving bricks by imparting a wet look finish. ENVIROSHIELD P contains special 

surfactants developed by the manufacturers to prolong the protective qualities of ENVIROSHIELD P in the harsh 

Australian environmental conditions. Properly applied, ENVIROSHIELD P will significantly enhance the colours of 

paving bricks and will provide protection for 5 years before recoating becomes necessary.  

ENVIROSHIELD P will provide complete protection from soils, grease, oils and food products. It also provides a 

significant barrier against moisture, making it ideal for use in wet or damp applications. The early application of 

ENVIROSHIELD P will also significantly reduce the emergence of efflorescence. ENVIROSHIELD P has also been 

used as a low cost, coloured industrial quality protective floor coating system for factory floors, using Australian 

Standard Colours AUS2700 (1985). 

 

APPLICATION 

Ensure the surface is totally clean and the substrate is dry. All paint, oil, grease, efflorescence and any other foreign 

matter must be removed. If acid cleaning is used to remove any cement, mortar or effervescence, the surface should 

be scrubbed again with water and rinsed well to remove all traces and residues of the acid. Allow to dry for at least 48 

hours. Dampness in the substrate can affect adhesion and cause whiting, particularly on red clay bricks. Test for 

moisture using a moisture metre or tape a clear plastic sheet 250mm x 250mm to the area most likely to contain 

moisture and out of direct sunlight. If moisture appears on underside of plastic within 4 hours, do not coat for at least 

another 48 hours and test again. If pavers are laid in a mortar bed 14 days drying time should be allowed after laying 

before sealing. ENVIROSHIELD P paver sealer can be applied by brush or airless spray equipment using a 5 - 15 

thousand tip size. Coverage of 7 square metres per litre per coat. Apply as many coats as are necessary to achieve the 

desired level of gloss. Generally one or two coats will be sufficient depending upon the porosity of the pavers. Allow 

6 - 8 hours drying between coats.  DO NOT apply if rain is likely within 3 hours. 

 

Equipment should be cleaned in ENVIROSHIELD EA. 

 

Application min. temp. - 10ºC, max. temp. - 32ºC, RH up to 85%. 

 

SAFETY 

Applicators should use solvent resistant overalls, eye protection and PVC or rubber gloves and in poorly ventilated 

areas use a type A organic respirator.  If coating inside, remove all pets and ensure all windows and doors are open.  

All foodstuffs should be sealed and removed from vicinity of application area. 

 

GENERAL DATA 

Compound type   -  acrylic co-polymers in solvent 

Volatiles    -  85% 

Density    -  0.98 + 0.05 Kg/L 

Flammability    -  above 24ºC 

Curing     -  18 - 24 hours 

Drying time    -  3 hours 

Suitable for    -  all paving surfaces 

Scrub resistance   -  1 day - good 

     -  4 days - very good 

Water immersion   -  excellent 
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CHEMICAL RESISTANCE GUIDE 

            Immersion                    Splash                    Fumes 

               Spillage 

ACIDS ORGANIC                     

Acetic Acid 99%    -   -   X 

ACIDS INORGANIC 

Nitric Acid 58%    -   -   X 

Sulphuric Acid 30%    -   X   X 

Hydrochloric Acid 30%   -   X              X 

Phosphoric Acid 85%    -   X   X 

ALKALIS 

Ammonia 25%    X   X   X 

Sodium Hydroxide 50%   -   X   X 

SOLVENTS 

Glycol Ether     -   X   X 

Ethers      -   X   X 

Xylene      -   -   - 

Keytones     -   X   X 

OILS 

Petroleum Hydrocarbons   -   X   X 

Diesel      X   X   X 

Turpentine     X   X   X 

X = passes   - = not recommended 

Representative list only. All test chemicals are commercial (Technical) grade. 

 

PACKAGING 

4 Litre & 20 Litre containers. 

 

IMPORTANT NOTICE TO CUSTOMER 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation shall be to 

replace any quantity of product which is proven defective. They cannot assume any risk or liability in excess of the 

purchase price of the product itself, which does not include labour or any consequential damages resulting from the 

use of this product. Determining the suitability of this product for any intended use shall be solely the responsibility 

of the user.  ALWAYS TEST FIRST. 
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