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MAXI FLOC 
 

WATER CLARIFIER 
 

MATERIAL & FUNCTION 

 
MAXI FLOC is a mixed anionic and cationic polymer to aid coagulation and water clarification. 

MAXI FLOC contains a water soluble cationic quaternary ammonium polyelectrolyte, 

polydiallyldimethylammonium chloride and polyaluminium chloride. It can be used as a wastewater 

coagulant in the mining and mineral processing industries, as a coagulant in water plants, as a 

primary coagulant in biological wastewater facilities or as a filtration aid in swimming pools. 

 

USES 
 

 Effective in producing a clear supernatant and easily filtered sludge.  

 Highly concentrated. Small doses save on freight bills.  

 Highly versatile and can function satisfactorily in low turbidity water  

 Use in gravity thickening, filtration, centrifugation, air flotation, clarification  

 Chlorinated make-up water does not adversely affect performance  

 Non-hydrolyzable, allowing for application in a wider pH range  

 

APPLICATION 

 
SWIMMING POOLS: Dose 1 litre of MAXI FLOC into the pool (20 000 to 45 000 litre).  pH 

adjustment (6.8 – 7.8) may be required depending on the water source. After initial mixing, allow the 

treated water to stand without agitation overnight. Vacuum off the cloudy precipitate on the bottom 

of the pool and backwash to waste. 

 

INDUSTRIAL: MAXI FLOC should be fed using a corrosion resistant positive displacement pump 

and should be prepared at a solution concentration of 0.25 - 2.5%. Feed the diluted product at a point 

that ensures complete mixing. A laboratory "jar test" should be performed to determine both the 

correct product and the correct dosage. 

 

CAUTION: Do not use aluminium or iron in feed or storage systems. If freezing occurs, the product 

may be used after being thawed and thoroughly mixed. Keep containers closed when not in use and 

discard when empty.  Spilled product is very slippery. Low temperatures may cause pumping 

problems due to increased in product viscosity. 

 

PACKAGING 

1 Litre, 5 Litre & 200 Litre containers 

 

IMPORTANT NOTICE TO CUSTOMER 
 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation 

shall be to replace any quantity of product, which is proven defective. They cannot assume any risk or 

liability in excess of the purchase price of the product itself, which does not include labour or any 

consequential damages resulting from the use of this product. Determining the suitability of this product 

for any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST.  
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