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PLATE KLEN 

MATERIAL & FUNCTION 

For single stage cleaning of Brewing, Dairy and Food Plant, especially where 

tenacious deposits of calcium based compounds are encountered. The high level of 

builders, sequestrants and wetting agents in PLATE KLEN ensures a clean plant 

without the need for regular acid circulation. 

APPLICATION 

Dairies 

PLATE KLEN is recommended for the "one detergent circulation" cleaning of milk 

processing and H.T.S.T. pasteurization plant. 

H.T.S.T.  Plant  

Thoroughly rinse plant with clean, cold water. Remove any flow restrictors, adjust 

circuit for circulation and circulate a 1.0-2.0% solution of PLATE KLEN at 72-82ºC 

for 30-45 minutes. Allow the detergent solution to cool before final rinsing with 

clean, cold water. 

Bulk milk tankers, raw and finished milk tanks, silos & pipelines  

Pre-rinse thoroughly with water and circulate a 0.5% solution of PLATE KLEN at 

70-80ºC for 10-30 minutes.  Rinse thoroughly with clean water. 

Cheese vats, cheese making equipment  

 Rinse and circulate a 0.5-1.0% solution of PLATE KLEN at 70-80ºC. 

Breweries 

Paraflows  - Circulate  a  2.0%  solution of PLATE  KLEN  for  30 

minutes at 76-80ºC. 

Fermenting vessels - PLATE KLEN can be used safely on copper and stainless steel 

fermenters.   A hot 1.0-2.0% solution (70ºC) is suggested with a circulation time of 
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30 minutes.  A 2.0-3.0% solution may also be used at ambient temperature. 

 

 

Conditioning & brightening beer tanks - Circulate a cold 1.0% solution of PLATE 

KLEN for 15-30 minutes. 

 

Road tankers - Circulate 0.5-1.0% solution of PLATE KLEN (use hot or cold) for 

15-30 minutes. 

PLATE KLEN Continued page 2. 

COMPOSITION 

PLATE KLEN is based on caustic soda, alkaline builders, organic and inorganic soil 

suspending and sequestering agents and low-foaming wetting agents. 

PHYSICAL PROPERTIES 

Off white powder. Solutions of this powder are caustic, pH of 1.0% solution is 

approximately 13. Freely soluble in water. Active alkalinity (as % w/w NaOH) 63 

(Typical). 

TEST METHOD 

Pipette 10 ml solution into a conical flask. Dilute with distilled water (fivefold) and 

add a few drops of phenolpthalien indicator.  Titrate with n/10 acid to the end point. 

PLATE KLEN = Titre (ml) x 0.078 

A Test Kit is also available for on-site determinations. 

STORAGE 

Store tightly closed in a cool dry place. 

SAFETY AND HANDLING 

Refer to Material Safety Data Sheets for full information, some of which includes: 

1.  Corrosive - can cause severe burns. 

2.  Avoid breathing any dust. 
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3.  Wear suitable protective clothing, gloves and eye/face protection. 

4.  In case of contact with eyes or skin, rinse immediately with plenty of clean water. 

 

5. Where contact occurs with eyes, always seek medical advice immediately after       

     rinsing with clean water. 

6   Remove immediately any contaminated clothing and launder before re-use. 

7.  Do not use on zinc or aluminium surfaces. 

8.  Keep container tightly closed. 

 

PACKAGING 

5 kg, 10 kg & 200 kg containers. 

 

IMPORTANT NOTICE TO CUSTOMER 

 

Since the use of this product is beyond the control of either seller or manufacturer, their only 

obligation shall be to replace any quantity of product which is proven defective. They cannot assume 

any risk or liability in excess of the purchase price of the product itself, which does not include labour 

or any consequential damages resulting from the use of this product. Determining the suitability of this 

product for any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST.  
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