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UNI BRICKSEAL PREMIUM 

MATERIAL & FUNCTION 

UNI BRICKSEAL PREMIUM is a concentrated acrylic solution which produces a 

hard, clear film of limited flexibility.  It is non-yellowing and has excellent 

resistance to water, alkalis and contains a UV absorber to maximize protection from 

ultraviolet light.  The product is supplied as with the fast-drying solvent xylene. 

APPLICATION 

UNI BRICKSEAL PREMIUM is an acrylic solution which has been specifically 

designed for use on concrete and masonry floors, where quick drying and fast 

solvent release are required.  This offers the obvious benefit of a faster return to 

usable service for the floor area.  A particular benefit is the excellent resistance to 

tyre marking.  Another is the incorporated UV absorber.  It is ideal for use on 

pattern pave driveways and other flooring areas where strong sunlight is expected 

and where pale or pastel colours (ie, low pigmentation) are to be used. 

 

Ensure the brick surface is thoroughly dry. The brick surface should have been cleaned thoroughly after the 

laying process and prior to sealing. All traces of any cleaning acids (especially Hydrochloric Acid) should be 

removed prior to sealing. 

Apply thin even coats of UNI BRICKSEAL PREMIUM using a brush, airless spray or 

roller ensuring no bubbles are trapped in the sealer. Allow to dry overnight. At least 2 

coats of sealer are recommended and 8 hours should be allowed between coats. 

Depending on the porosity of the brick and the desired level of gloss, additional coats 

may be applied 

1 litre of UNI BRICKSEAL PREMIUM will cover approximately 15 - 23 sq metres 

depending on the porosity of the bricks...  

Resealing is required after approximately 24 – 48 months may be necessary to 

rejuvenate the appearance of the bricks. 
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Typical Properties – film 

 Appearance: Clear, colourless 

 Nature:Hard, limited flexibility 

 Resistance to Weathering Excellent 

 Tg: 55ºC 

 

PACKAGING 
20 and 200 Litre 

 

IMPORTANT NOTICE TO CUSTOMER 

Since the use of this product is beyond the control of either seller or manufacturer, their only obligation 

shall be to replace any quantity of product which is proven defective. They cannot assume any risk or 

liability in excess of the purchase price of the product itself, which does not include labour or any 

consequential damages resulting from the use of this product. Determining the suitability of this product for 

any intended use shall be solely the responsibility of the user.  ALWAYS TEST FIRST.  
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